
i.STICK is available as a 1-component bag and as a 2-component bag.
The small power pack can be filled in 1-100 g foil bags according to customer requirements

i.GLUESYSTEMS GmbH
Heinrich-Otto-Str. 71

D-73240 Wendlingen am Neckar
T +49 7024 41549-20
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www.i-gluesystems.com

Product features
 2K-SMP or 1K-SMP adhesive
 Complete curing between airtight surfaces
 Adhesive solution for bathroom accessories
 Ideal as an accessory pack
 Easy handling
 Fast curing time (2K: 4 hours, 1K: 24 hours)
 Hazardous substance identification free
 Removable without residue
 Made in Germany

Applications
 sanitary accessories
 shower rails
 toilet seats
 pipe clamps
 roller blinds
 curtain rods
and many more

i.STICK 2K pouch 6,6 g
Art.no. 1000-90

Packaged product / Own label product

PRODUCT DATA SHEET
i.STICK 2K

PRE-TREATMENT OF THE SURFACES
In order to achieve reproducible results, the stable subsurface must be prepared according to the state of the 
art. All undefined surfaces must be removed using a suitable process and the adhesive and sealant applied 
to the prepared surface in a timely manner. For this purpose, mechanical and / or chemical pretreatment or 
cleaning using rubbing alcohol, isopropanol or acetone is recommended, depending on the part to be joined 
and the requirements to be expected. Before applying an adhesion promoter or adhesive, the substrate must 
be stable and free from dust, oil and grease.

ADHESION SPECTRUM
For tension-equalizing bonding and assembly of different materials indoors and outdoors: wood, wood-ba-
sed materials, concrete, glass, metal (e.g. aluminum, stainless steel, anodized, brass, copper, zinc), plastics 
(e.g. hard PVC, soft PVC, GRP, etc. .), mineral substrates (e.g. bricks, tiles, ceramics), fire-protected building 
boards (plasterboard, etc.)
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