
DARKLICHT DRIVER SPECIFICATIONS 
LED LIGHTING SOLUTIONS



DARK LICHT DRIVER BOX
Designed in Europe to meet the demanding requirements of urban living and industrial 
applications. The Dark Licht driver box is a solid and robust box in which the drivers are 
well protected. The box is specially designed so that the installer can easily access the 
connections without having to open the entire box. Ideal in high and demanding locations.

The Dark Licht driver box is ideal for use with our Dark Licht series. The driver box can be 
connected to the lamp but can also be placed remotely.

PRODUCT SPECIFICATIONS
Brand Dark Licht
Model Drive Box
Waterproof rating IP67 
Limited warranty 7 Years

ELECTRICAL

Power range Class I 600W, 800W, 1200W, 2x800W, 
1800W

Voltage input range 180-528Vac / 250-740Vdc
Frequency 50 / 60 Hz
Power factor > 0.9

MATERIALS
Driver box Aluminium alloy
Cable gland 304 Stainless steel
Mounting bracket High tensile steel
Hardware 304 Stainless steel

Paint Conversion coating + 2 layers 
titanium based e-coating (grey)

SIZE & WEIGHT

Driver dimension 450 x 300 x 140 mm
Driver weight 600W 10.4 kg
Driver weight 800W 10.4 kg
Driver weight 1200W 12.6 kg
Driver weight 2x800W 13.0 kg
Driver weight 1800W 15.1 kg

DARK LICHT DRIVER BOX SPECIFICATIONS

Dark Licht by DCbright



REAR MOUNTED REMOTE DRIVER

DARK LICHT DRIVER BOX BRACKET OPTIONS

DARK LICHT DRIVER BOX MEASUREMENTS
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Dark Licht by DCbright



POLE MOUNT (INTERNAL)

DARK LICHT DRIVER TRAY BRACKET OPTIONS

DARK LICHT DRIVER TRAY MEASUREMENTS
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Dark Licht by DCbright



DARK LICHT DRIVER TRAY
Designed in Europe to meet high demands in dimensions, safety and installation. The Dark 
Light driver tray is a sturdy and simple tray on which the drivers are mounted well and easily. 
The tray has been specially designed so that the installer can easily access the connections 
without having to open the entire box. In addition, the drivers can easily be exchanged in the 

event of a defect.

The Dark Light driver box is ideal for use with our Dark Light series. The use of the driver tray 
is ideal for light poles around sports fields. In addition, the DarkLicht Driver tray is of course 
also suitable for industrial applications. The DarkLicht Driver Tray has been developed to fit 

both existing and new poles.

PRODUCT SPECIFICATIONS
Brand Dark Licht
Model Drive Tray
Waterproof rating IP65 
Limited warranty 5 Years (7 years optional)

ELECTRICAL

Power range 600W, 800W, 1200W, 2x800W, 
1800W

Voltage input range 180-528Vac / 250-740Vdc
Frequency 50 / 60 Hz
Power factor > 0.9

MATERIALS
Driver Tray Aluminium alloy
Cable gland 304 Stainless steel
Hardware 304 Stainless steel

SIZE & WEIGHT
Driver dimension 750 x 140 x 130 mm
Driver weight 600W 5.8 kg
Driver weight 800W 6.1 kg
Driver weight 1200W 8.5 kg
Driver weight 2x800W 8.7 kg
Driver weight 1800W 11.2 kg

DARK LICHT DRIVER TRAY SPECIFICATIONS

Dark Licht by DCbright



PRODUCT BY 
DARK LICHT

INTERNATIONAL SALES INQUIRIES
DARK LICHT BY DCBRIGHT

e-mail: info@darklicht.com | sales@dcbright.com
website: www.darklicht.com | www.dcbright.com


